GENERAL REQUIREMENTS

GENERAL CODES, REGULATIONS AND STANDARDS

ALL WORK SHALL COMPLY WITH THE REQUIREMENTS OF THE
FOLLOWING CODES:

AFTER CAREFULLY STUDYING THE DRAWINGS AND SPECIFICATIONS,
AND BEFORE SUBMITTING THE PROPOSAL, EACH BIDDER SHALL
VISIT THE SITE TO ASCERTAIN CONDITIONS OF THE SITE, AND
THE NATURE AND EXACT QUANTITY OF WORK TO BE PERFORMED.
NO EXTRA WILL BE ALLOWED IF THE CONTRACTOR FAILS TO
NOTIFY THE ENGINEER/OWNER IN WRITING OF ANY DISCREPANCIES
THAT HE MAY HAVE NOTED BETWEEN THE EXISTING CONDITIONS
AND DRAWINGS AND SPECIFICATIONS.

THE CONTRACTOR SHALL VERIFY ALL MEASUREMENTS OF HIS OWN
OR OTHERS AT THE SITE, AND SHALL BE RESPONSIBLE FOR
CORRECTNESS OF SAME AS RELATED TO HIS WORK.

THE CONTRACTOR SHALL BE TOTALLY RESPONSIBLE FOR COORDINATION
OF ANY RELATED ITEMS REGARDING UTILITIES COMPANIES AND
INCLUDE THEM TO HIS COST.

XermIeMMOoowm

2011 NATIONAL ELECTRIC CODE, NFPA 70

EXISTING BUILDING CODE OF NEW YORK STATE 2010
MECHANICAL CODE OF NEW YORK STATE 2010

PLUMBING CODE OF NEW YORK STATE 2010

PROPERTY MAINTENANCE CODE OF NEW YORK STATE 2010
BUILDING CODE OF NEW YORK STATE 2010

FIRE CODE OF NEW YORK STATE 2010

. LOCAL AUTHORITIES HAVING JURISDICTION (AHJ)

ICC/ANSI A 117.1/2003 WITH LOCAL AND STATE AMENDMENTS
FUEL GAS CODE OF NEW YORK STATE 2010

. ENERGY CONSERVATION CONSTRUCTION CODE OF NEW YORK STATE 2010

GENERAL CONSTRUCTION NOTES

1. THIS IS AN EXISTING OPERATING FACILITY AND WILL CONTINUE TO OPERATE DURING

THE CONSTRUCTION PERIOD. ALL WORK MUST BE COORDINATED WITH THE G.C.

AND THE LANDLORD’S PERSONNEL. SCHEDULING AND CONTAINMENT OF WORK AREAS

SHALL BE DONE IN CONJUNCTION WITH THE LANDLORD.

2. ALL POWER OUTAGES MUST BE SCHEDULED WITH THE LANDLORD A

MINIMUM OF 48 HOURS IN ADVANCE OF THE OUTAGE. THE ELECTRICAL
CONTRACTOR MUST PLAN FOR TOOLS, MATERIALS, MANPOWER, ETC. TO MAKE THE
MOST EFFICIENT USE OF AND TO MINIMIZE THE FACILITY OUTAGE. PREMIUM

TIME COSTS TO BE INCLUDED IN CONTRACTOR'S BID, NO ADDITIONAL ALLOWANCE
WILL BE MADE FOR PREMIUM TIME.

3. PERSONNEL SAFETY IS OF PRIME IMPORTANCE. NO HAZARDOUS CONDITIONS MUST
BE ALLOWED. EVERY CARE MUST BE TAKEN TO PROTECT CONSTRUCTION AND OTHER

PERSONNEL. CLEANUP IS TO BE DONE ON A DAILY BASIS.

4. THE ELECTRICAL CONTRACTOR SHALL INSTALL ALL EQUIPMENT IN ACCORDANCE

WITH MANUFACTURERS INSTRUCTION AND OR REQUIREMENTS FOR PROPER
OPERATION AND MAINTENANCE.

5. THE TERM "PROVIDE” SHALL MEAN TO FURNISH AND INSTALL IN COMPLETE

WORKING ORDER.

6. ALL THE WIRE SIZES ARE BASED ON COPPER THHN 75°C, ALUMINUM IS NOT

TO BE USED.

7. AT NO TIME SHALL THIS BUILDING BE WITHOUT POWER, LIFE

SAFETY SYSTEMS, ETC. WHEN IT IS NECESSARY TO DISCONNECT ANY EXISTING
ITEM BEFORE THE NEW DEVICE OR SYSTEM IS ACTIVE, THEN THE ELECTRICAL
CONTRACTOR SHALL PROVIDE THE REQUIRED SAFETY AND GIVE WRITTEN NOTICE
48 HOURS IN ADVANCE TO THE ARCHITECT/ENGINEER/LANDLORD.

8. THIS JOB IS A RENOVATION TO AN EXISTING BUILDING. BEFORE SUBMITTING

THE BID, THE ELECTRICAL CONTRACTOR SHALL VISIT THE SITE AND

BECOME THOROUGHLY FAMILIAR WITH ALL EXISTING CONDITIONS UNDER WHICH

THE WORK AND WORK OF OTHER TRADES WILL BE INSTALLED. THIS CONTRACT
INCLUDES ALL NECESSARY OFFSETS, TRANSITIONS, MODIFICATIONS AND
RELOCATION OF EXISTING EQUIPMENT FOR INSTALLATION OF NEW ELECTRICAL
EQUIPMENT AND NEW EQUIPMENT OF OTHER TRADES. LUMINAIRES,

DEVICES, CONDUIT, WIRING, ETC.). ALL NEW AND EXISTING EQUIPMENT AND
SYSTEMS SHALL BE FULLY OPERATIONAL UNDER THIS CONTRACT BEFORE THE JOB
IS CONSIDERED COMPLETE. THE ELECTRICAL CONTRACTOR SHALL BE HELD
RESPONSIBLE FOR ANY ASSUMPTIONS MADE, ANY OMISSIONS OR ERRORS MADE AS
A RESULT OF THE ELECTRICAL CONTRACTOR'S FAILURE WITH HIS INSPECTION OF
EXISTING CONDITIONS AND REVIEW OF ALL OTHER TRADE DOCUMENTS.

9. LOCATION OF EXISTING ELECTRICAL EQUIPMENT AND WIRING METHODS HAVE
BEEN TAKEN FROM ON SITE SURVEY. DUE TO OBSTRUCTIONS ALONG WALLS
NOT EVERY DEVICE LOCATION WAS ACCURATELY DETERMINED. THE
CONTRACTOR SHALL FIELD VERIFY EXACT LOCATIONS OF ALL EXISTING
ELECTRICAL EQUIPMENT THAT WILL REQUIRE MODIFICATION DUE TO
NEW WORK PRIOR TO PRICING AND COMMENCEMENT OF WORK.

10. ALL LIGHTING CIRCUITS SHALL BE TERMINATED AT THE CEILING IN
PULL BOXES OR PULLED BACK TO THE PANEL WHERE THE CIRCUIT
ORIGINATES. ALL OTHER AREAS TO REMAIN "AS IS” AND ALL ELEC—
TRICAL APPURTENANCES, DEVICES AND ACCESSORIES SHALL REMAIN
OPERATIONAL.

1. THE CONTRACTOR SHALL VERIFY THAT ANY EXISTING CIRCUIT WIRING TO
BE REMOVED DOES NOT DISRUPT SERVICE TO EXISTING ELECTRICAL
APPURTENANCES AND DEVICES TO REMAIN. THE CONTRACTOR SHALL
PROVIDE AND INSTALL ALL NECESSARY DEVICES, EQUIPMENT AND
ACCESSORIES REQUIRED TO MAINTAIN SERVICE TO ALL EXISTING
ELECTRICAL DEVICES AND EQUIPMENT.

12. THE CONTRACTOR SHALL REMOVE ALL CONDUIT AND WIRES ASSOCIATED
WITH DEVICES AND EQUIPMENT TO BE REMOVED BACK TO THE SOURCE
OF POWER, UNLESS OTHERWISE NOTED.

13. THE CONTRACTOR SHALL PROVIDE AND INSTALL PANELBOARD LEGENDS
DEPICTING REMOVED/ADDED CIRCUITS FOR ALL AREA WORK
IN PANELBOARDS.

14. ALL EMPTY CONDUIT SYSTEMS SHALL CONTAIN A PULL WIRE FOR
FUTURE PULLING OF CONDUCTORS.

15. EXISTING INSTALLED CONDUIT (NOT WIRE) FOUND TO BE REUSABLE
MAY BE USED. ALL OTHER MATERIAL SHALL BE REMOVED FROM THE
JOB SITE UNLESS OTHERWISE NOTED.

16. ALL EXISTING WIRING IN THE CEILING NOT BEING REUSED SHALL
BE REMOVED.
17. NO WRING SHALL BE REUSED WITHOUT ENGINEERS APPROVAL.

18. ANY_AND ALL ELECTRICAL CONDUIT STUB—UPS SHALL BE CUT
TO FLOOR LEVEL.

19. WHERE WIRES ARE BEING REMOVED FROM A CONDUIT, CONTRACTOR
SHALL PROVIDE AND INSTALL A DRAG LINE IN THE CONDUIT & TAG.

20. CONTRACTOR SHALL INSTALL TEMPORARY LIGHTING IN ALL AREAS AS
NECESSARY.

GENERAL NOTES

NOTE: CONTRACTOR SHALL MEAN ELECTRICAL CONTRACTOR

ALL DIMENSIONS AND EXACT EQUIPMENT LOCATIONS ARE TO BE VERIFIED WITH
MECHANICAL AND ARCHITECTURAL DRAWINGS AND CONDITIONS IN THE FIELD.

THE CONTRACTOR SHALL COORDINATE WITH OTHER TRADES AND CONSULT WITH
MECHANICAL DRAWINGS FOR POWER REQUIREMENTS OF THOSE TRADES.
ALL NEW PANELS TO BE PROVIDED WITH A TYPED SCHEDULE.

ALL PANEL SCHEDULES SHALL BE SUBMITTED TO ARCHITECT AND ENGINEER.

THE WORK SHALL BE COORDINATED WITH ALL OTHER TRADES AND PROVIDE
OTHERS WITH NECESSARY INFORMATION TO COMPLETE THIS INSTALLATION.
DRAWINGS ARE TO BE USED IN CONJUNCTION WITH SPECIFICATIONS ISSUED
FOR THIS INSTALLATION.

ANY WORK INSTALLED CONTRARY TO, OR WITHOUT APPROVAL BY THE ENGINEER
SHALL BE SUBJECT TO CHANGE AS DIRECTED BY THE ENGINEER AND NO EXTRA
COMPENSATION WILL BE ALLOWED THE CONTRACTOR FOR MAKING THESE CHANGES.

CONDUIT & CABLE RUNS ARE SHOWN DIAGRAMMATICALLY ONLY AND SHALL BE
INSTALLED IN A MANNER TO PREVENT CONFLICTS WITH EQUIPMENT AND
STRUCTURAL CONDITIONS.

THE WIRING DIAGRAMS, QUANTITY AND SIZE OF WIRES AND CONDUIT
REPRESENTS A SUGGESTED ARRANGEMENT BASED UPON SELECTED STANDARD
COMPONENTS OF ELECTRICAL EQUIPMENT. MODIFICATIONS APPROVED BY THE
ENGINEER MAY BE MADE BY THE CONTRACTOR TO ACCOMMODATE EQUIPMENT
ACTUALLY PURCHASED. THE BASIC SEQUENCE AND METHOD OF CONTROL SHALL
BE MAINTAINED AS INDICATED ON THE DRAWINGS.

THE ELECTRICAL CONTRACTOR SHALL PROVIDE ACCESS TO ALL CONCEALED
EQUIPMENT. LABEL ALL CONCEALED JUNCTION BOXES.

THE CONTRACTOR SHALL SEAL ALL PENETRATIONS THROUGH SMOKE & FIRE RATED
PARTITIONS AND SLABS WITH A UL LISTED SMOKE AND/OR FIRE STOP TO MAINTAIN
THE INTEGRITY OF THE FIRE RATING. REFER TO ARCHITECTURAL DRAWINGS

FOR WALL RATINGS. PROVIDE SHOP DRAWINGS FOR ALL PENETRATIONS.

REFER TO DIVISION 7 FOR ADDITIONAL REQUIREMENTS.

10. VERIFY CEILING FINISH CONSTRUCTION WITH FINAL ARCHITECTURAL DRAWINGS

1.

12

13.
14,

PRIOR TO ORDERING FIXTURES AND ARRANGEMENTS TO BE COMPATIBLE WITH
TYPE OF CEILING WHICH FIXTURE IS TO BE MOUNTED.

ALL EXISTING WIRING THAT IS NOT IN USE SHALL BE REMOVED. SURFACE
MOUNTED PANEL BOARD AND OTHER SUCH EQUIPMENT SHALL BE MOUNTED
WITH A 1/4" AIR SPACE BETWEEN THE ENCLOSURE AND WALL. THE DISTANCE
FROM TOP CIRCUIT BREAKER HANDLE TO FLOOR SHALL NOT EXCEED

6'—6" AFF. UNLESS NOTED OTHERWISE. A 1/2” UNISTRUT MAY BE USED.

CONTROL STATIONS SHALL HAVE PLASTIC ENGRAVED NAMEPLATES DENOTING
EQUIPMENT CONTROLLED. (USE WHITE LETTERS ON BLACK BACKGROUND)

ALL OUTSIDE PULLBOXES, JUNCTION BOXES, AND SWITCH BOXES SHALL BE NEMA 4.

ALL PULLBOXES, JUNCTION BOXES, AND SWITCH BOXES INSIDE AREA SHALL BE
NEMA 1.

15.

16.

17.

18.

19.

21,

22,

23.

24.

25.

26.
27.

28.

ALL JUNCTION BOXES INDICATED AND/OR REQUIRED SHALL BE SIZED TO
ACCOMMODATE INCOMING AND OUTGOING FEEDERS.

MC CABLE SHALL BE USED IN FURRED OUT WALLS AND SUSPENDED CEILING AREAS
FOR LIGHTING AND GENERAL RECEPTACLES.

SWITCHES SHALL BE MOUNTED 4'-0" AND RECEPTACLES 1'—6" ABOVE
FINISHED FLOOR UNLESS NOTED OTHERWISE.

ALL BRANCH CIRCUIT WIRES & ALL FEEDERS SHALL BE PERMANENTLY TAGGED
AT THE PANEL CONNECTIONS WITH "BRADY” MARKERS.

ELECTRICAL CONTRACTOR SHALL REVISE ALL EXISTING CIRCUITING & CONDUIT
AS NOTED. CONTRACTOR SHALL VERIFY CONDITION OF EXISTING WIRING TO
BE REUSED & REPLACE AS REQUIRED.

IN ALL AREAS WHERE EXISTING ELECTRICAL WORK IS TO REMAIN, RESTORE
ALL CIRCUITS INTERRUPTED BY NEW WORK.

CONTRACTOR SHALL COORDINATE WITH THE LANDLORD FOR THE EXACT
LOCATION OF ALL OUTLETS & SWITCHES BASED ON EQUIPMENT REQUIREMENTS.

CONTRACTOR SHALL INSTALL LAMICOID IDENTIFICATION LABELS ON PANELS,
TRANSFORMERS AND ALL CIRCUIT BREAKERS.

PARTIAL BRANCH CIRCUIT WIRING DENOTING CONTROL OR SWITCHING ON

THE DRAWINGS IS SHOWN FOR REFERENCE/CLARIFICATION ONLY, AND IS

NOT TO BE CONSTRUED TO IMPLY COMPLETE CIRCUIT WIRING. THE LOCATION
OF THE INTERCONNECTION OF CONTROL DEVICE, AND EQUIPMENT CONTROLLED
IS DIAGRAMMATIC ONLY.

THE ELECTRICAL CONTRACTOR SHALL SEISMICALLY BRACE ALL ELECTRICAL
ITEMS AS REQUIRED BY STATE OF NY. BUILDING CODE. PROVIDE ALL
SEISMIC ANCHORS AND SUPPORTS. PROVIDE DETAILS ACCEPTABLE TO
REVIEW AGENCIES FOR SUPPORTS AND ANCHORS OF ACTUAL EQUIPMENT
SUPPLIED. REFER TO "GUIDELINES AND DETAILS FOR SEISMIC RESTRAINTS".

EACH CIRCUIT SHALL HAVE ITS OWN NEUTRAL. NEUTRALS ARE NOT ALLOWED
TO BE SHARED, ESPECIALLY ON LIGHTING CIRCUITS.

ALL EMERGENCY BATTERY PACKS TO OPERATE FOR A MINIMUM OF 90 MINUTES.

ALL RECEPTACLES LOCATED WITHIN SIX FEET OF ANY SINK, TOILET OR ANY
WATER SOURCE, INCLUDING EXTERIOR RECEPTACLES, SHALL BE GFCI TYPE.
PROVIDE EXTERIOR RECEPTACLES WITH WEATHERPROOF, IN—USE, LOCKABLE COVERS.

PROVIDE DISCONNECT SWITCHES AS REQUIRED FOR ALL NEW EXHAUST FANS.
INSTALL SPEED CONTROL SWITCHES FOR EACH EXHAUST FAN AS PER

MECHANICAL SPECIFICATIONS.

ELECTRICAL ABBREVATIONS

LIGHTING AND SWITCHING DEVICES

SYMBOL DESCRIPTION

—— 1’ X 4 SURFACE MOUNT FIXTURE

—==mm 1’ X 4 SURFACE MOUNT FIXTURE — EMERGENCY

= EXT. SURFACE MOUNT WALL PACK — EMERGENCY

$ SINGLE—POLE TOGGLE SWITCH

$s SWITCH WITH OCCUPANCY MOTION SENSOR

POWER & BRANCH CIRCUITING

SYMBOL DESCRIPTION

e3) DUPLEX RECEPTACLE

B QUAD RECEPTACLE

my DISCONNECT SWITCH

A | MOTOR — SIZE AS INDICATED

Q@ JUNCTION BOX

*S,g» | DUPLEX RECEPTACLE—MOUNTED AT HEIGHT INDICATED

® GFCl RECEPTACLE

@ SPECIAL EQUIPMENT OUTLET

ELECTRICAL METER

mm | ELECTRICAL PANEL BOARD

DEVICE MOUNTING HEIGHTS

SYMBOL DESCRIPTION

#© = | DUPLEX OR QUAD. RECEPTACLE AT 18" TO CENTER
A.F.F., UNLESS OTHERWISE NOTED

$ $g SINGLE OR OCCUPANCY TOGGLE/MOTION SWITCHES
MOUNTED AT 48" TO TOP OF PLATE A.F.F.,
UNLESS OTHERWISE NOTED

SYMBOLS SHOWN FOR REFERENCE ONLY AND
DO NOT CONSTITUTE A CHECK LIST OF DEVICES
REQUIRED BY THE CONTRACTOR
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ELECTRICAL SCOPE OF WORK

THE WORK INCLUDES, BUT IS NOT LIMITED TO THE FOLLOWING:
1. POWER DISTRIBUTION SYSTEM MODIFICATIONS, INCLUDING
BALANCING LOADS FOR A COMPLETE ELECTRICAL SYSTEM.
WIRE MECHANICAL EQUIPMENT AND SYSTEMS PER DESIGN DRAWINGS.
LIFE SAFETY (EXIT SIGNS/EMERGENCY LUMINAIRES) AS INDICATED.
LIGHTING SYSTEM (LUMINAIRES, WIRING, CONDUIT, LAMPS, SWITCHES)
AS SHOWN (FINAL SELECTIONS OF LUMINAIRES SHALL BE BY ARCHITECT)
GROUNDING SYSTEM PROVIDED AS REQUIRED BY ALL LOCAL CODES.

SEISMIC BRACING OF ELECTRICAL EQUIPMENT WHERE REQUIRED BY
THE SPECIFICATIONS AND STATE OF NEW YORK.

7. SHOP DRAWINGS AND OPERATION MANUALS AS REQUIRED BY THE
SPECIFICATIONS.
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GENERAL NOTES, LEGENDS,
ABBREVIATIONS & DWG. LIST

SYMBOL DESCRIPTION SYMBOL DESCRIPTION
A AMPS JB JUNCTION BOX
AC ABOVE COUNTER KCMIL THOUSAND CIRCULAR MILLS
AFF ABOVE FINISHED FLOOR KVA KILOVOLT-—AMPERE
AFG ABOVE FINISHED GRADE KW KILOWATT
AL ALUMINUM LP LIGHTING PANEL
AM AMMETER MCB MAIN CIRCUIT BREAKER
ATC AUTOMATIC TEMPERATURE CONTROL MCC MOTOR CONTROL CENTER
ATS AUTOMATIC TRANSFER SWITCH MLO MAIN LUGS ONLY
AWG AMERICAN WIRE GAUGE MTD MOUNTED
C CONDUIT NIC NOT IN CONTRACT
CAT. CATALOG NTS NOT TO SCALE
CB CIRCUIT BREAKER NC NORMALLY CLOSED
CATV | CABLE TELEVISION NL NEW LOCATION OF EXISTING
CCTV | CLOSED CIRCUIT TELEVISION NO NORMALLY OPEN
CKT CIRCUIT NR NEW TO REPLACE EXISTING
CLG CEILING P POLE
Cu COPPER PNL PANEL
DP DISTRIBUTION PANEL PH, ¢ PHASE

DISC. SW. | DISCONNECT SWITCH PP POWER PANEL

CONTR. | CONTRACTOR RE REMOVE EXISTING
EF EXHAUST FAN RL RELOCATE EXISTING
EM EMERGENCY RR REMOVE AND REPLACE
EWC ELECTRIC WATER COOLER RGS RIGID GALVANIZED STEEL
EX EXISTING TEL TELEPHONE
GFCl GROUND FAULT CIRCUIT INTERRUPTER TYP TYPICAL
GND GROUND U.G. UNDERGROUND
HOA HAND—-OFF—AUTOMATIC \' VOLTS
HP HORSE POWER W WATTS
HZ HERTZ WP WEATHER PROOF
IG ISOLATED GROUND XFMR TRANSFORMER

DWG. NO.| | REV. DRAWING TITLE

E—-001 - GENERAL NOTES, SYMBOL LEGENDS, ABBREVIATIONS & DRAWING LIST
ED-100 - DEMOLITION FLOOR PLAN ELECTRICAL

E-100 - LIGHTING FLOOR PLAN

E-200 - POWER & LOW VOLTAGE FLOOR PLAN

E—-201 - PARTIAL ELECTRICAL RISER DIAGRAM AND NOTES

MECHANICAL DRAWING LIST

DWG. NO.  REW. DRAWING TITLE

M-001 - MECANICAL NOTES, SYMBOLS, DETAILS AND SCHEDULES
M-100 - MECHANICAL FLOOR PLAN

M-101 - MECHANICAL ROOF PLAN

P—-001 - LOWER LEVEL PLAN WATER

P-100 - PLUMBING SANITARY FLOOR PLAN

P-200 - PLUMBING WATER AND GAS FLOOR PLAN

P-300 - PLUMBING RISER DIAGRAMS

PROJECT NO. : 2522

SCALE: NOTED

DRAWN BY: MK

CHECKED BY: MwM

DATE: 12 Aug. 16
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ARCHITECTURE FACILITY PLANNING [NTERIORS

DEMOLITION NOTES

1. LOCATION OF ALL EXISTING ELECTRICAL WORK SHOWN ON FLOOR PLANS ARE
BASED ON BEST AVAILABLE INFORMATION. CONTRACTOR SHALL VERIFY ALL
LOCATIONS OF EXISTING ELECTRICAL WORK IN THE FIELD.

2. DEMOLITION INSIDE THE BUILDING SHALL CONSIST OF THE REMOVAL AND/OR
REPLACEMENT OF ELECTRICAL (LIGHTING AND POWER) DEVICES AS SHOWN
ON THE PLANS. CONTRACTOR SHALL GIVE ATTENTION TO SALVAGEABLE/RELOCATED
FIXTURES AND HAND THEM OVER TO THE OWNER. ALL NONSALVAGEABLE MATERIAL
SHALL BE DISPOSED OF PROPERLY ACCORDING WITH THE CODE AND REGULATIONS.

3. IT IS NOT THE INTENT OF THESE DRAWINGS TO SHOW ENTIRE EXISTING EQUIPMENT
LAYOUT AND ELECTRICAL WORK. THE CONTRACTOR SHALL REMOVE ALL ELECTRICAL
WORK AS SHOWN OR NOTED ON DRAWING AND ALSO ALL EQUIPMENT AND
ELECTRICAL WORK NOT BEING USED. THE CONTRACTOR SHALL REMOVE ALL
ELECTRICAL WORK ASSOCIATED WITH EQUIPMENT BEING REMOVED. FULL EXTENT OF
DEMOLITION/RELOCATIONS SHALL BE DETERMINED BY THE CONTRACTOR DURING HIS
SITE VISIT AND SHALL INCLUDE, BUT NOT BE LIMITED TO: LIGHTING FIXTURES,
RECEPTACLES, SWITCHES, JUNCTION BOXES, CONDUIT, WIRING AND PANELS. 545.5 WESTCHESTER AVENUE

4. ANY CONDUIT AND WIRING FOUND IN WALLS OR CEILINGS DURING DEMOLITION WALL
BECOME PART OF THIS CONTRACT. ENGINEER SHALL BE NOTIFIED PRIOR TO
REMOVAL. IF CONDUIT AND WRING IS FEEDING EQUIPMENT TO REMAIN IN SERVICE,
CONTRACTOR SHALL RELOCATE CONDUIT AND WIRING AND REFEED AFFECTED
EQUIPMENT IN FULL OPERATING ORDER. 914-937-5596

5. REMOVE ALL JUNCTION BOXES, BACKBOXES, COVER PLATES, WIRING AND CONDUIT
IN ITS ENTIRETY BACK TO SOURCE, FOR ALL ELECTRICAL DEVICES INDICATED ON THE
FLOOR PLANS, UNLESS SPECIFICALLY NOTED OTHERWISE ON THE DRAWINGS.

6. RELOCATE OR REMOVE ALL ELECTRICAL DEVICES IN ACCORDANCE WITH THE
2011 NEC. WHEN RELOCATION OR REMOVAL OF AN ELECTRICAL DEVICE INTERRUPTS
THE CONTINUITY OF A CIRCUIT, REROUTE THESE CIRCUITS AS REQUIRED TO C F\) A V\/l—— O F\) D P A \/| |_| O N
MAINTAIN CIRCUIT CONTINUITY.

7. EXISTING LUMINAIRES SHALL BE REMOVED AS INDICATED.

RYE BROOK, NY 10573

122 N RIDGE ST

RYE BROOK, NY 10573
LEGEND:

RE EXISTING TO BE REMOVED
EX EXISTNG TO REMAIN ENGINEER

MUSCO
ENGINEERING
ASSOCIATES
375 MORGAN LANE, UNIT 307
WEST HAVEN, CT 06516

(203) 932-1901 FAX (203) 931-1550
www.muscoengineering.com
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TECTURE FACILITY PLANNING INTERIORS

LUMINARE SCHEDULE GENERAL NOTES

1 — THE INFORMATION SHOWN ON THIS DRAWING IS BASED UPON THE INFORMATION SHOWN ON THE BUILDING PLANS

AND LIMITED FIELD INVESTIGATIONS AND MAY OR MAY NOT REFLECT ACTUAL FIELD CONDITIONS. THIS CONTRACTOR

EST. LAMP BALLAST  BALLAST
TYPE | MANUFACTURER WATTS CATALOG NUMBER QTy. LAMP TYPE VOLTS QY. TYPE MOUNTING REMARKS LOCATION SRI%?\I’- 'I\'/gRéTJYBM.I.H%I‘}'éFaII-\’SMgIIBON INDICATED ON THIS DRAWING AND NOTIFY THE ENGINEER OF ANY DISCREPANCIES
2 — THIS CONTRACTOR IS REQUIRED TO PERFORM THIS WORK IN STRICT ACCORDANCE WITH ALL APPLICABLE CODES,
_ SURFACE REGULATIONS, ORDINANCES, ETC., AND TO MEET THE REQUIREMENTS OF THE LOCAL AUTHORITIES HAVING
L1 LITHONIA - - - - - - MOUNT EXISTING LIGHTING SCONCE FIXTURE TO REMAIN | SEE PLANS JURISDICTION AND OWNER, WHETHER OR NOT SPECIFICALLY INDICATED OR SPECIFIED ON THIS DRAWING.
- 3 — ALL PENETRATIONS THRU FLOOR AND WALLS SHALL BE FIRE STOPPED WITH "THOMAS AND BETTS” — FLAMESAFE,
CE TYPE FST FIRESTOP COMPOUND OR APPROVED EQUIVALENT, CONFORMING TO ASME E814/UL1479
L2 | EXISTING - |z - - - - - IRLACE |EXISTING LIGHTING FIXTURE TO REMAIN SEE PLANS
13 | LTHONIA 44 | VAP—4000LMFSTMD—-MVOLT- - | 120 _ _ SURFACE |ROUGH SERVICE FIXTURE, LED, POLYCARB. SEE PLANS NOTES:
40K 8OCRI MOUNT ~ |HOUSING AND LENS, WHITE 1. REFER TO DRAWING E—100 FOR GENERAL NOTES, LEGENDS, ABBREVIATIONS AND DRAWING LIST.
ROUGH SERVICE FIXTURE, LED, POLYCARB. 2. ALL LIGHTING FIXTURES ARE TO BE COORDINATED WITH THE OWNER. THE CONTRACTOR SHALL VERIFY
L3EM | LITHONIA 44 ng‘ggggLMFséTs’f_QEgVOLT‘ - LED 120 - - a%ﬁmCE HOUSING AND LENS, WHITE WITH BODINE LED |SEE PLANS COLORS/MATERIALS OF FIXTURES WITH ARCHITECT.
E’gﬁﬁ :':‘L:f ;SSNEEC ;‘['LJCEPDIE st 3. THE LIGHTING SYSTEM AND THE INSTALLATION OF ALL LUMINAIRES SHALL COMPLY WITH THE
_ 2011 NATIONAL ELECTRICAL CODE, 2010 ECC NYS AND ALL LOCAL AND STATE OF NY CODES.
L4 | LTHONIA 17 | WSTM2A40K120-DBBLXD - 120 - - SURIACE  |ALUM., HEIGHT 70 BE DETERMINED WITH ARCH., SEE PLANS ’
LED MOUNT | SONNECT TO EXISTING PHOTOCELL ON THE 4, COORDINATE SWITCHING CONFIGURATIONS OF NEW LUMINAIRES WITH THE ARCHITECT. CONTRACTOR 545.5 WESTCHESTER AVENUE
OUTSIDE OF BUILDING SHALL REVIEW THE WATTAGES OF LUMINAIRES SELECTED AND NOT ‘OVERLOAD' CIRCUITS OVER 80%
NOTES: CAPACITY. RYE BROOK, NY 10573
1. CONTRACTOR SHALL VERIFY LOADS OF FIXTURES SELECTED, AND COORDINATE WITH CIRCUITING REQUIRED. ENGINEER NOT RESPONSIBLE FOR ANY OWNER SELECTED LIGHTING FIXTURES. 5. ALL WIRING FOR LIGHTING CIRCUITS SHALL BE 2#12 + 1412 GND. UNLESS OTHERWISE INDICATED.
6. FINAL LOCATIONS OF ALL LIGHTING SWITCHES SHALL BE COORDINATED WITH THE OWNER AND 914-937-5596
THE ARCHITECT.
7. COORDINATE ALL LIGHTING LOADS WITH THE LUMINAIRES THAT ARE SELECTED AND THEIR CIRCUITS.

8. CONTRACTOR SHALL COORDINATE THE EXACT LOCATION OF LUMINAIRES WITH THE MECHANICAL
DEVICES AND EQUIPMENT (DUCTWORK AND PIPING) AS NECESSARY.

9. ALL LUMINAIRES SELECTED SHALL BE SUPPORTED AND MOUNTED PER MANUFACTURER’S
RECOMMENDATIONS AND AS REQUIRED BY THE 2011 NEC.

10. COORDINATE THE MOUNTING HEIGHTS OF ALL LUMINAIRES SUPPLIED WITH THE OWNER/ARCHITECT

CRAWFORD PAVILION

AS REQUIRED.

11. THE CONTRACTOR SHALL SEAL ALL PENETRATIONS THROUGH SMOKE AND/OR FIRE RATED 122 N RIDGE ST
PARTITIONS AND SLABS WITH A UL LISTED SMOKE AND/OR FIRE STOP TO MAINTAIN
THE INTEGRITY OF THE FIRE AND/OR SMOKE RATING. REFER TO ARCHITECTURAL DRAWINGS RYE BROOK, NY 10573

* FOR ALL WALL RATINGS. PROVIDE A SHOP DRAWINGS FOR ALL PENETRATIONS. REFER TO

DIVISION 7 FOR ADDITIONAL REQUIREMENTS.

ENGINEER

MUSCO
fffffffffff ENGINEERING

fffffffffff ASSOCIATES

fffffffffff 375 MORGAN LANE, UNIT 307
WEST HAVEN, CT 06516

(203) 932-1901 FAX (203) 931-1550
*********** www.muscoengineering.com

DATE ISSUE TO PR|TO

3-Mar-l6 | TOUN REVIEW 2
5-Aug-16 | TOUN REVIEW |
I6-Aug-16 | TOUN REVIEW |
25-Aug-le | BID eET 1

LIGHTING IN THIS AREA IN NOT IN THE
SCOPE OF WORK. EXISTING LIGHTING
FIXTURES AND'CIRCUITING TO REMAIN.

UTILITY/
P TORAGE
I | @u |
i | | L3EM
- | 3 L3EM
ﬁ:% \ /\ STORAGE
i Wi BN
: r H / L 0 |
i —— I
i ——i 7 k | |
5 ] ——EXISTING PAVILION LIGHTING TO REMAIN il \\ / |
] i n (TYPICAL OF 5 L2 FIXTURES) H | \ / |
Yl mmmun L3
S F / | § | | | R |
zanlln] i | v ]
e — L]t = L
s OPEN P AVILION >
B! L2
f ¢ -T2 : | i — — - ¢
@ | @ S @ | |
] L2 L2 L2
EXISTING LIGHT FIXFURE, HIGH | |
| ON BUILDING TO REMAIN 0o
U — & A 4 p ! i
N 15l
= | L3EM 3 i ] |
Gomsni 9 C oF . NO| DATE REVISIONS BY
<[[TCHEN

UTILITY 4

WAMEN'S =

Hl

ELEC. PANEL

[
SINK

:

LIGHTING FLOOR PLAN

|k i /] /E v |
| I [ ) ul % ( &
L4 5 =oor LU T
oL éi PROJECT NO. : 21522
\ 0 o L3 9
} o | . i ¢ E1(3) : | | | SCALE: NOTED
_ :W £ \‘bi \ 3__ 77777 e ——— - @l N C
B e - | : " AT , ,
= L4.jm % e bk e e b 23 PRAWNBY: oK
NEW ELECTRICAL PANEL ’E1 E1(11) — VIA =7 CHECKED BY: MwM
XISTING TIME CLOCK 7;@
(D) (2) @ Eins DATE: 12 Aug. 16
EEmunlli
_ N =
= ) H I ;‘: I | I 4% NOTES: m g
N z p—
LIGHTING FLOOR PLAN 1. REFER TO DRAWING E—001 FOR GENERAL NOTES, SYMBOL B
SCALE V4™=1-0" LEGENDS, ABBREVIATIONS AND DRAWING LISTS. E—

2. REFER TO THE PROJECT MANUAL FOR ELECTRICAL SPECIFICATIONS.
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ARCHITECTURE FACILITY PLANNING INTERIORS

OUTLET 507 Panel NO. i B Type Surface Mounted Crawford Park Pavilion ?ENEII-I?I?II_NF'\CI)(I:JE'I?ON SHOWN ON THIS DRAWING IS BASED UPON THE INFORMATION SHOWN ON THE BUILDING PLANS
EDWARDS #592 ACCESSIBLE (NEW) Mains 100A MLO Rye Brook, NY AND LIMITED FIELD INVESTIGATIONS AND MAY OR MAY NOT REFLECT ACTUAL FIELD CONDITIONS. THIS CONTRACTOR
TRANSFORMER CEILING Voltage 120/208V. 1 Phase. 3W SHALL VERIFY THE INFORMATION INDICATED ON' THIS DRAWING AND NOTIFY THE ENGINEER ‘OF ANY DISCREPANCIES
Feeder 2#3 + 1#8 Gnd., 1-1/4"c. 2 — THIS CONTRACTOR IS. REQUIRED TO PERFORM_THIS WORK IN_STRICT ACCORDANCE WITH ALL APPLICABLE CODES,
REGULATIONS, ORDINANCES, ETC., AND TO MEET THE REQUIREMENTS OF THE LOCAL AUTHORITIES HAVING
Connected Load - Est. kw Date: 08-08-16 JURISDICTION AND OWNER, WHETHER OR NOT SPECIFICALLY INDICATED OR SPECIFIED ON THIS DRAWING.
TEXTONE L1-123B llnl Revision: 3 — ALL PENETRATIONS THRU FLOOR AND WALLS SHALL BE FIRE STOPPED WITH "THOMAS AND BETTS” — FLAMESAFE,
BUZZER /LIGHT AH : TYPE FST FIRESTOP COMPOUND OR APPROVED EQUIVALENT, CONFORMING TO ASME E814/UL1479.
CENTERLINE OF DOOR—/ =] Description EST KW | Cond | Wire Size Trip |Poles |Circuit |Phase |Circuit Poles |Trip |Wire Size Cond |EST KW | Description
L Receptacles 0.90 - |2#12 + 1#12 Gnd.| 20 1 1 A 2 1 20 |2#12 +1#12Gnd. - 1.08 | Receptacles NOTES:
TEXTONE SF117/2B Lighting 134 | - |2#12+1#12Gnd.| 20 1 3 B 4 1 20 |2#12+1#12Gnd.] - | 1.77 |lce Machine 1. REFER TO DRAWING E—100 FOR GENERAL NOTES, SYMBOL LEGENDS, ABBREVIATIONS,
PULL STRING SWITCH ; : : AND DRAWING LIST.
Kitch. Receptacles 0.72 - (212 +1#12Gnd.| 20 1 5 C 6 1 20 |2#12+1#12Gnd.| - 1.04 | Reach in Refrigerator
1] Stove Power 007 | - 2#12+1#12Gnd| 20 | 1 7 A 8 1 | 20 |2#12+1#12Gnd] - | 145 | Cir. Conv. Oven 2. REFER TO PROJECT MANUAL FOR ELECTRICAL SPECIFICATIONS.
: : : : o 3. REFER TO MECHANICAL DRAWINGS FOR ANY ADDITIONAL ELECTRICAL WORK REQUIRED.
PULL STRING Gas Water Heater | 0.24 | - |2#12+1#12Gnd.| 20 | 1 9 B 10 1 | 20 |2#12+1#12Cnd.| - | 0.58 |Pavilion Ceiling Fan(s) 4. ALL WIRING FOR CIRCUITS SHALL BE 2#12 + 1412 GND. UNLESS OTHERWISE INDICATED.
/— . o 0 Exterior Lights 040 | - |2#12+1#12Gnd.| 20 | 1 11 C 12 1 | 20 |2#12+1#12Gnd.| - | 0.50 |Elect. Faucets 5. ALL INFRASTRUCTURE, CATV, SECURITY DEVICES AND EQUIPMENT ARE BY THE OWNER, AND
4 e Hand Dryer 1.45 - |2#12 +1#12Gnd.| 20 1 13 A 14 1 20 |2#12+1#12Gnd.| - 0.50 | Elect. Toilets (3) SHALL BE COORDINATED FOR INSTALLATION. 545.5 WESTCHESTER AVENUE
*Tractor Garage 1.00 - |2#12 + 1#12 Gnd.| 20 1 15 B 16 1 20 |2#12 + 1#12 Gnd. 0.50 |Elect. Toilets (5) 6. REFER TO ARCHITECTURAL PLANS FOR HEIGHTS OF ALL OUTLETS AS NEEDED.
*Security Lights 050 | - |2#12+1#12Gnd.| 20 | 1 17 C 18 1 | 20 |2#12+ 1#12 Gnd. 1.00 | *Tractor Garage RYE BROOK, NY 10573
4 *Pavilion Lights 1.00 - [2#12+1#12Gnd.| 20 1 19 A 20 1 20 |2#12 + 1#12 Gnd. 1.20 | *Driveway Lighting 914.937-5596
w *Pavilion Plugs 1.26 - [2#12+1#12Gnd.| 20 1 21 B 22 1 20 |2#12 + 1#12 Gnd. 0.58 | *Attic Exhaust Fan i} -55
N OO T S RING. LOCATION Hand Dryer 145 | - [2#12+1#12Gnd| 20 | 1 23 C 24 1 | 20 |2#12+1#12Gnd. 110 |Hood EF-1
CALL FOR AID DETAL Hand Dryer 1.45 - |2#12 +1#12Gnd.| 20 1 25 A 26 1 20 Spare
NOT T0 SCALE Sub Panel - N. Pav. 7.50 - | Existing 40 2 27 B 28 1 20 Spare
- C 1

' * * “ EVED NOTES CRAWFORD PAVILION

1.* = CIRCUIT FROM EXISTING PANEL, REWIRE TO NEW PANEL AS NECESSARY, UTILIZE EXISTING WIRING FOR-CONNECHONS:
THE EXISTING LOADS WERE ESTIMATED.

TRANSFORMER (120V/24V) FOR ELECTRONIC FAUCETS

(2) | TRANSFORMER (120V/24V) FOR ELECTRONIC TOILETS IN MENS & WOMENS 122 N RIDGE ST
—— (3) | JUNCTION BOX FOR HAND DRYER CONNECTION, HEIGHT BY ARCHITECT RYE BROOK, NY 10573
EQUIPMENT NOTES:
1. THE CONTRACTOR SHALL VERIFY ALL EQUIPMENT SIZES AND ELECTRICAL REQUIREMENTS WITH THE MANUFACTURER(S) AS NECESSARY. - -
2. CONTRACTOR TO INSTALL ELECTRICAL CIRCUITS AND ASSOCIATED J—-BOXES FOR ALL EQUIPMENT PROVIDED BY OTHERS.
3. CONTRACTOR SHALL PROVIDE AND INSTALL ALL PIGTAILS ON KITCHEN EQUIPMENT AS REQUIRED. ALL KITCHEN EQUIPMENT SHALL ENGINEER
BE CONNECTED UPON COMPLETION OF THE PROJECT. o e MUSCO
4. KITCHEN OUTLET LOCATIONS ON DRAWINGS MAY BE SHOWN BY AN OUTLET TO SUIT EQUIPMENT. VERIFY WRE/CONDUIT, BREAKER | . | ENGINEERING
SIZE AND CONNECTION TO EQUIPMENT PRIOR TO ROUGH-IN. ASSOCIATES
5. CONTRACTOR SHALL CONNECT ALL INTERNAL WRING REQUIRED IN THE EQUIPMENT, INCLUDING INTERWMRING TO APPLIANCES AS |  |F—————————— 375 MORGAN LANE. UNIT 307
REQUIRED BY THE KITCHEN EQUIPMENT SUPPLUER. .+« | WEST HAVEN. GT 06516
6. CONTRACTOR SHALL PROVIDE AND INSTALL STAINLESS STEEL COVER PLATES ON ALL KITCHEN OUTLETS AND LIGHT SWITCHES. (203) 932-1901 FAX &203) 931-1550
7. PROVIDE GFCI CIRCUIT BREAKERS FOR ALL RECEPTACLES, 120V, 18, 15A AND 20A WITHIN KITCHEN AREA PER NEC ARTICLE 210.88)2. = | 7 Www.muscoengineering.com
8. VERIFY ALL ELECTRICAL REQUIREMENTS WITH THE EQUIPMENT BEING SUPPLIED BY THE OWNER. | ||p=————————
_ _ _ : : ; ; DATE ISSUE TO PR|TO
3-Mar-le | TOUN REVIEW 2
5-Aug-16 | TOUN REVIEW |
‘ l6-Aug-16 | TOUN REVIEW |
L R L I L e e u 25-Aug-16 | BID 6ET |
—} = ‘ = £ — = = e ————— - = — T ————1F ———— e o — —— = }f
GFCI JAN. ‘
| CLOSET o} }
} \ n = | |
B — UTILITY/ ‘
L UNISEX | | STORAGE Iy
| | TOILET | } \
| | A4 = 5
| | " i |
CALL FOR AID, LIGHT, INSTALL i A STORAGE |-
ABOVE EXTERIOR DOQR | ‘\ /‘ |
jmal | 3 o STORAGE |
PROVIDE_JUNCTION BOXINTWALL FOR| 5/ E1(13) | \/ B s |
CONNECTION FOR NEW_HAND. DRYER(S), ~ L) ] il |
VERIFY LOCATION WITH_ARCHITECT——/ W NG LV ; I
\ ‘ L
- | T i |
| | win TN WH | - |
} @ @ L 1 \\ / | }
| E1(9) il } \ / } |
| ° éAN | | | Ly 1.
‘ | ﬂ - e < Q }
| B . _ _ ALl . - EF—1
‘ \ / b=l O P E QP A~V IIL TO N ‘
o |
E1(24) | B . . | .
MEN'S ol | | | }
8
PROVIDE_JUNCTION B WALL _FORY ] E1(8) \ E1(10 }
CONNECTION FOR NEWEHAND DRYER(S), | GFet CALL FOR AID, LIGHT, TIED TO
VERIFY LOCATION WITH| ARCHITECT UNISEX TOILET AS REQUIRED |
\
& E1(7) CFCle. PROVIDE JUNCTION BOX, MOUNTED TO UNDERNEATH OF |
| J ] - | | | EXISTING OPEN ROOF STRUCTURE, FOR TWO|(2) NEW | |
O CEILING FANS. CONTRACTOR SHALL COORDINATE THE |
i Elwe  ZY ] EXACT LOCATION OF FANS WITH ARCHITECT/OWNER, = |
J 1 =28 Ty CONDUIT RUNS T0 JUNGTION. BOYES, TYRICAL OF TWO
Y , ) EXISTING 40 AMP, 120/208V SUB PANEL FED FROM
16 =l Bl BOTH FANS TO BE WIRED TO SAME CIRCUIT., CONSULT PANEL 'E1’. ALL ms%e CIRCUIT BREAKERS AND
| \ B WITH OWNER/ARCHITECT FOR CONTROLS AND THEIR FEEDER WIRING TO PANEL SHALL REMAIN. THE
Eizs)  £02) - NN | LOCATIONS WITHIN THE PAVILION CONTRACTOR SHALL RECONNECT THE FEED TO THIS
. | =4 [cFC o | | | SUB PANEL IN THE NEW PANEL AS INDICATED WITH
M Rl CreLEN ‘ . NEW 40A—2P C/B, R‘ —EXTEND WIRING AS NEEDED. NO| DATE REVISIONS BY
WOMEN'S m < | 9 UTILITY 4 |
. i Z | m |
©x] B ﬂ |
| N ) L EI(S) I | | } POWER & LOW VOLTAGE
| ~ i |
» IAIVA re e ) ﬂ » FLOOR PLAN
| 1(16) 1 & — =7 3 GFCI = Ex [ |
| § E1(ZROO! o E1(6) - Srl [ Ex. ‘
\ @ @ @ =\ G s O/m R ESES) | PROJECT NO. : 21522
| o JIA Y Bl | | | | & I
| . - | | I I ——————————— U E——————————— - - - i SCALE: NOTED
— 5 : = A = — T - =7  ——— T ———— T ——— e e N —— H=——— === = = T /s W o C
NEW 100 AMP, 208/120, 19 PANELBOARD, MOUNT T H ‘ Al
S it ales ISl mates 0 2o/ cobraies i i e o e e = = | e o s s e s oo —— — D@ gl | DRAWNBY: &M
CIRCUITS BEING RECONNECTED TO THE NEW PANEL, —NEW 100A SWITCH & FUSE SERVICE == ‘
IN ADDITION TO THE NEW CIRCUITS BEING PROVIDED. DISCONNECT e CHECKED BY: MWM
'r?'a%%“&%%%{ﬁ% SWICH(ES) BELOW PANEL 16| (2 (2) ) © @) © ) (" (@) (i)
RIGHT OF NEW PANEL =L~ DATE: 12 Aug. 16
o T
] |
. = 0 ” I ‘\ I | I % . Y lTI_:
>——— NEW 100A SERVICE FROM MANSION \\\ S
. 1. REFER TO DRAWING E—001 FOR GENERAL NOTES, SYMBOL X z -
R A TS POWER AND LOW VOLTAGE FLOOR PLAN (EGENDS, ABBREVIATIONS AND DRAWNG LISTS 2 O O

2. REFER TO THE PROJECT MANUAL FOR ELECTRICAL SPECIFICATIONS.
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ARCHITECTURE FACILITY PLANNING INTERIORS

EXISTING PANELBOARD, FED FROM 40A—2P C/B,
208/120V, 1¢ FEEDER IN MANSION BASEMENT
PANELBOARD P1, WITH THE FOLLOWING C/B’S:
6, 20A—-1P C/B’S
9, 15A-1P C/B’'S

1, 40A—2P C/B , ,
1, 30A—2P C/B EXISTING JUNCTION BOX FOR ’EXIT ROAD LIGHTS’ IN
EXISTING UTILITY POLE EXISTING PANELBOARD TO BE REPLACED WITH DRIVEWAY, AND FEEDERS
— NEW AS INDICATED BELOW
WITH TRANSFORMER ELECTRICAL FEEDER FOR PARTIAL 545.5 WESTCHESTER AVENUE
|| v PARKING/SITE LIGHTING FIXTURES
EXISTING TELEPHONE JUNCTION BOX 2l | ¢ RYE BROOK, NY 10573
%\ ( \ 914-937-5596
5 ELECTRICAL SUB—PANEL ON
EXISTING MANSION SERVICE METER & EXISTING TORK OPPOSITE SIDE OF PAVILION, FED
ENCLOSURE — CON EDISON #51 604 652, TIME CLOCK BY 40A—-2P C/B. WITH THE FOLLOWING CF\) A V\/FO F\) D P A\/| |_| O N
#A71BM 7659508 | | c/B's:
8, 20A—1P c;s’s
1, 30A—2P C/B
EXISTING TORK TIME CLOCK —— 8 — L 122 N RIDGE ST
@H EXISTING TORK TIME CLOCK RYE BROOK, NY 10573
EXTERIOR S S MANSION GROUND LEVEL | EXTERIOR o PAVILION GROUND LEVEL
C C C C C C
D)

W)
~N
W)

N /
ENGINEER

(SRS
\ ( “v\ (" | MUSCO
EXISTING PRIMARY EXISTING PAVILION BUILDING ENGINEERING
SERVICE FEEDERS, 200A J CONDUIT AND FEEDERS, UNDERGROUND

UNDERGROUND MAIN (SIZE NOT KNOWN) TO BE CAPPED, ASSOCIATES
D.S. LABELED AND ABANDONED IN PLACE 375 MORGAN LANE, UNIT 307
120/208V WEST HAVEN, CT 06516
i - _—EXISTING 40A—2P C/B (203) 932-1901 FAX (203) 931-1550

— IN PANEL 1, TO BE DISCONNECTED, www.muscoengineering.com
EI/ AND LABELED AS SPARE

PANEL 2 PANEL 1 DATE ISSUE TO PR|TO
MANSION BASEMENT LEVEL

3-Mar-l6 | TOUN REVIEW 2
5-Aug-16 | TOUN REVIEW |
I6-Aug-16 | TOUN REVIEW |
25-Aug-le | BID eET 1

PARTIAL EXISTING ELECTRICAL RISER DIAGRAM

SCALE: NONE
EXISTING JUNCTION BOX FOR ’EXIT ROAD LIGHTS' IN
PROVIDE NEW 100A PANELBOARD, RATED FOR 120,208V, DRIVEWAY, AND FEEDERS
18, 3W, WITH 100A MLO
EXISTING ELECTRICAL FEEDER FOR PARTIAL
v PARKING/SITE LIGHTING FIXTURES
EXISTING TELEPHONE JUNCTION BOX JiRs
3§3+148G., 1-1/4"C———F ﬁ ( \
CRAWFORD PARK PAVILION 100 AMP SWITCH AND
FUSE BREAKER FOR —
ELECTRICAL LOAD CALCULATION PAVILION SERVICE
TOTAL SQUARE FOOTAGE = 4,200 SQ.FT. EXISTING ELECTRICAL SUB—PANEL ON
EXISTING TORK 5 OPPOSITE SIDE OF PAVILION, FED
LOADS TOTAL KW CONNECT TO NEW TIME CLOCK BY 40A—2P C/B. WITH THE FOLLOWING
LIGHTING 6.44 KW ELECTRICAL FEEDERS, ‘e,
I c/B’S:
RECEPTACLES 12.46 KW SERVICE BY OTHERS 8, 20A—1P C/B'S
EQUIPMENT (KITCHEN) L 1 30A-2P O/
— KW X 0.70% DEMAND = . ' -
WATER HEATER g.gi m EXISTING TORK TIME CLOCK
EXHAUST FANS 218 KW EXISTING TORK TIME CLOCK
HAND DRYERS 4.35 KW . PAVILION GROUND LEVEL
C
CONNECTED LOAD 28.7 KW GROUND NEW ELECTRICAL
ADDITIONAL CAPACITY SERVICE TO PAVILION AS
(2011 NEC, 230.42, A, 1.) 72 KW REQUIRED BY 2011 NEC —<
TOTAL CONNECTED LOAD  35.9 KW
TOTAL ADJUSTED AMPS 99.6 A
@ 208/120V, 38, 4W
NOTE:
N DATE REVISION BY
1. MAINTAIN MINIMUM 3'—0" CLEARANCE IN FRONT OF ELECTRICAL PANELS PER THE 2011 NEC. O SIONS

2. THE CONTRACTOR SHALL CONFIRM THE SHORT CIRCUIT RATING OF THE EXISTING EQUIPMENT BEFORE ORDERING THE
NEW ELECTRICAL EQUIPMENT.

3. PROVIDE ALL REQUIRED GROUNDING AND BONDING OF THE ELECTRICAL SYSTEM PER THE 2011 NEC, ARTICLE 250.

4. CONTRACTOR SHALL CONFIRM THAT THE EXISTING BUILDING IS GROUNDED. PARTIAL ELECTRICAL RISER
DIAGRAM AND NOTES

PROJECT NO. : 2522

PARTIAL NEW ELECTRICAL RISER DIAGRAM N [ scaLe:

DRAWN BY: MK

NOTED

CHECKED BY: MwM

DATE: 12 Aug. 16

NOTES:
1. REFER TO DRAWING E—-001 FOR GENERAL NOTES, SYMBOL

LEGENDS, ABBREVIATIONS AND DRAWING LISTS. - ; O /‘
2. REFER TO THE PROJECT MANUAL FOR ELECTRICAL SPECIFICATIONS. -
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BHP BRAKE HORSEPOWER LAT LEAVING AIR TEMPERATURE
BTU BRITISH THERMAL UNIT MAX MAXIMUM
CD CEILING DIFFUSER MBH THOUSANDS OF BTU PER HOUR .
CFH CUBIC FEET PER HOUR %" THREADED ROD % STEEL THREADED ROD
¢ MCA MINIMUM CIRCUIT AMPS SUPPORT FROM CEILING MOUNTED SECURELY TO THE ARCHITECTURE, P.C.
CFM CUBIC FEET PER MINUTE MFR MANUFACTURER LOCKING NUT STRUCTURE ABOVE
DB DRY—BULB TEMPERATURE MIN MINIMUM
SUPPORT NUT CLAMP
DEMO DEMOLITION MOCP MAXIMUM OVER—CURRENT PROTECTION CLEVIS HANGER PPE
EAT ENTERING AR TEMPERATURE NAT. GAS NATURAL GAS VAPOR BARRIER INSULATION PIPE INSULATION PER
EG EXHAUST GRILLE OR DIFFUSER OA OUTSIDE AIR SPECIFICATIONS 545.5 WESTCHESTER AVENUE
ESP EXTERNAL STATIC PRESSURE PH PHASE | INSULATION SADDLE
ETR EXISTING TO REMAIN 16" GAUGE ZINC COATED STRUT RYE BROOK, NY 10573
ST ISTING RA RETURN AIR SHEET STEEL SADDLE AT
RG RETURN GRILLE LEAST 12" LONG BOLT CONNECTING ROD TO 914-937-5596
F DEGREES FAHRENHEIT RTU ROOF TOP UNIT HANGING BRACKET
FLA FULL LOAD AMPS SA SUPPLY AR SINGLE PIPE HANGER MULTHPPPE HANGER
FLEX FLEXIBLE SENS. SENSIBLE HEAT -
GA GAGE SP STATIC PRESSURE
s smmiess s CRAWFORD PAVILION
HP HORSEPOWER TSP TOTAL STATIC PRESSURE
HR HOUR TYP. TYPICAL HANGER SPACING SCHEDULE
HZ HERTZ VIF VERIFY IN FIELD PPE oE 122 N R|DGE ST
IN. WC INCHES WATER COLUMN WB WET—BULB TEMPERATURE SPA RYE BROOK, NY 10573
COPPER 14°8BELOW 6 FEET
SHEET DESIGNATIONS GENERAL NOTES: COPPER | 14"SABOVE 10 FEET
ENGINEER
1. DRAWINGS ARE DIAGRAMMATICAL IN NATURE AND IN NO WAY == = NG
. e ENGINEERING
RELIEVE THE CONTRACTOR FROM VERIFYING FIELD CONDITIONS. PVC ALL 4 FEET SSOCIATES
S —— DEMOLITION WORK A ATE
2. ALL WORK SHALL BE INSTALLED IN ACCORDANCE WITH STEEL ALL 10 FEET 375 MORGAN LANE, UNIT 307
NYS BUILDING CODE, NYS MECHANICAL CODE, AND NYS ENERGY WEST HAVEN, CT 06516
CODE.
09 200 P s 0
3. CONTRACTOR SHALL VERIFY IN THE FIELD ALL INFORMATION ON . g g.
DRAWINGS AND NOTIFY OWNER OF ANY DISCREPANCIES.
NEW WORK 4., CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CUTTING, PATCHING, DATE ISSUE TO PR |DG
AND ANY OTHER WORK NECESSARY TO PERFORM THE WORK PIPE SUPPORT DETAILS
DESCRIBED ON DRAWINGS. NOT TO SCALE 3-Mar-16 | TOUN REVIEW 2
DUCT SYSTEMS 5. CONTRACTOR IS RESPONSIBLE FOR VERIFYING EXISTING SERVICES 5-Aug-16 | TOUN REVIEW !
éggEPERFORM ANY LOAD CALCULATIONS OR TESTS REQUIRED BY i6-Aug-16 | TOIN REVIED I
25-Aug-16 | BID SET |
6. ALL WORK SHALL BE COMPLETE AND READY FOR SATISFACTORY
Z e SUPPLY AIR UP, DOWN SERVICE.

7. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL NECESSARY
| PERMITS FOR CONSTRUCTION.

:
é /I § RETURN AR UP, DOWN 8. COORDINATE THE SIZE AND LOCATION OF ROOF OR EXTERIOR WALL EXHAUST FAN SCHEDULE

PENETRATIONS AND FLASHING REQUIREMENTS WITH THE WORK OF

OTHER TRADES.

T TT TT

, TAG | MANUFACTURER | LOCATION SERVICE CFM SP. | RPM HP ELECTRICAL | NOTES
N % EXHAUST AR UP, DOWN AND MODEL IN. W.C. V=-PH-HZ
7
|
EF-1 | CAPTIVE AIRE ROOF KITCHEN 1000 | 0764 | 1,330 | 05 115-1-60 1,2,3
| DU—50HFA EXHAUST
{ () ) ROUND DUCT/PIPE UP, DOWN
NOTES:
% FLEXIBLE DUCT
1. INSTALL IN STRICT ACCORDANCE WITH MANUFACTURER’S INSTRUCTIONS.

2. PROVIDE ROOF CURB BY MANUFACTURER. COORDINATE THE REQUIRED PITCH WITH ROOF AND FACTORY

3. PROVIDE GREASE BOX AND UNIT MOUNTED DISCONNECT SWITCH.

KITCHEN HOOD SCHEDULE

TAG MANUFACTURER LOCATION SERVICE LENGTH MAX TOTAL | HOOD CONSTRUCTION HOOD CONFIG. LISTINGS & CALCULATIONS NOTES
AND MODEL COOKING | EXHAUST END TO
TEMP. CFM END ROW
HD-1 | CAPTIVE AIRE ROOF KITCHEN 4-0" | 600 F 1000 | 430 SS WHERE EXPOSED| ALONE | ALONE | E.T.L., UL 710 140 CFM EXHAUST/LINEAR FOOT | 1.2,3,4.5,6
SND-2
NOTES:

1. INSTALL PER MANUFACTURER’S INSTRUCTIONS INCLUDING ALL CLEARANCE REDUCTION METHODS

2. INSTALL HOOD CONTROL PANEL TO INTERLOCK WITH EXHAUST FAN AND PRE—ENGINEERED FIRE SUPPRESSION SYSTEM
3. HOOD SHALL BE EQUIPPED FOR THE INSTALLATION OF AN ANSUL R—102 PRE—ENGINEERED FIRE SUPPRESSION SYSTEM
4. INSTALL ROOM TEMPERATURE SENSOR FOR FAN OPERATION. CONNECT TO HOOD CONTROL PANEL
5
6

. PROVIDE HOOD RISER THERMOSTAT TO SENSE ELEVATED EXHAUST TEMPERATURES REQUIRING EXHAUST FAN OPERATION
. INSTALL HOOD SYSTEM IN STRICT ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS No| DATE REVISIONS BY

MECHANICAL NOTES, SYMBOLS,
DETAILS, AND SCHEDULES

PROJECT NO. : 21522

SCALE: NOTED

DRAWN BY: AKG

CHECKED BY: MvM

DATE: 12 Aug. 16

M—007
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——————————— 545.5 WESTCHESTER AVENUE

fffffffffff RYE BROOK, NY 10573

914-937-5596

RELOCATE EXISTING ‘
EXHAUST GRILLE HERE | |
= 0 g — — —— ———— — T ———— ——— ——— T = — LJT Ee————g————-— 1 — ] =i }f
JAN. \
CLOSET | 122 N RIDGE ST
| - - n | RYE BROOK, NY 10573
e UTILITY/ |
UNISEX | | STORAGE Ay
TO[LE i i 2" VENT & L =1 F } ENGINEER
L AR INTAKE = | MUSCO
C— S TORAGE | i ENGINEERING
| A | ASSOCIATES
, | | STORAG | 375 MORGAN LANE, UNIT 307
. | \ / | SIORAGE | WEST HAVEN, CT 06516
I [ | | | | (203) 932-1901 FAX (203) 931-1550
] — paSei ./ ‘ Ly | = | www.muscoengineering.com
2" CONCENTRIC —— : : m b }
VT KIT. TERMINATE; - » ~ L 16" EXHAUST | } \ } | DATE ISSUE TO PR|[TO
FEQF“fASé?E';;; ==aa @ @ Y PLUM I il ] } 3-Mar-16 | TOUN REVIEW 2
) iamm I ONTRAC % AN ‘ ‘ L | 5-Aug-16 | TOLN REVIEW |
=y | / CLOSET } l6-Aug-16 | TOUN REVIEW |
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EF—1

DATE ISSUE TO PR|TO
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5-Aug-16 | TOUN REVIEW 1
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ARCHITECTURE FACILITY PLANNING [NTERIORS

A.F.F. ABOVE FINISHED FLOOR HZ HERTZ
BTUH BRITISH THERMAL UNITS PER HOUR HB HOSE BIBB
CFM CUBIC FEET PER MINUTE ID INSIDE DIAMETER "
" THREADED ROD %" STEEL THREADED ROD
CLG. CEILING JAN. JANITOR
Cco LEANOUT LAV LAVATORY SINK SUPPORT FROM CEILING MOUNTED SECURELY TO THE ARCHITECTURE P, (
C LOCKING NUT STRUCTURE ABOVE | ' .
CONN. CONNECTION MAX MAXIMUM SUPPORT NUT
PIPE CLAMP
cW COLD WATER MFR MANUFACTURER OLEVIS HANGER
DEMO DEMOLITION MIN MINIMUM VAPOR BARRIER INSULATION PIPE INSULATION PER
DF DRINKING FOUNTAIN oD OUTSIDE DIAMETER SPECFICATIONS
DPCO DECKPLATE CLEANOUT PE POLYETHELENE | INSULATION SADDLE 545.5 WESTCHESTER AVENUE
ETR EXISTING TO REMAIN PSI POUNDS PER SQUARE INCH 16" GAUGE ZINC COATED STRUT
' DEGREES FAHRENHEIT SK SINK mcmmlacmma 914-937-5596
FD FLOOR DRAIN TYP. TYPICAL
GAL GALLONS Vv VENT SINGLE PIPE HANGER MULTHPIPE HANGER
GPH GALLONS PER HOUR VIF VERIFY IN FIELD
GPM GALLONS PER MINUTE W WASTE
HP HORSEPOWER we WATER CLOSET HANGER SPACING SCHEDULE CRAWFORD PAVILION
HR HOUR PPE TYPE SIZE MAX. SPACNG
SHEET DESIGNATIONS GENERAL NOTES: COPPER | 148BELOW 6 FEET 122 N RIDGE ST
COPPER | 14"SABOVE 10 FEET RYE BROOK, NY 10573
1. DRAWINGS ARE DIAGRAMMATICAL IN NATURE AND IN NO WAY
“, CONNECT TO EXISTING RELIEVE THE CONTRACTOR FROM VERIFYING FIELD CONDITIONS. cssT ALL PER MFR
777777 DEMOLITION WORK 2. ALL WORK SHALL BE INSTALLED IN ACCORDANCE WITH PVC ALL SZE 4 FEET ENGINEER
NYS BUILDING CODE, NYS PLUMBING CODE, AND NYS ENERGY MUSCO
|
EXISTING WORK 3. CONTRACTOR SHALL VERIFY IN THE FIELD ALL INFORMATION ON 375 MORGAN LANE lﬁjiggf‘ﬂzs
DRAWINGS AND NOTIFY OWNER OF ANY DISCREPANCIES. ,
4. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CUTTING, PATCHING PIPE_SUPPORT DETAILS WEST NAVEN, OT 06516
: . . NOT TO SCALE i i
NEW WORK AND ANY OTHER WORK NECESSARY TO PERFORM THE WORK <2°3>w%;°;,2n13£c1°§,f§§,gﬂﬁgiﬁjﬂ550
DESCRIBED ON DRAWINGS. : :
PIPING SYSTEMS 5. CONTRACTOR IS RESPONSIBLE FOR VERIFYING EXISTING SERVICES
AND PERFORM ANY LOAD CALCULATIONS OR TESTS REQUIRED BY DATE ISSUE TO PR | TO
CODE. CONNECTIONS SIZE
3-Mar-16 | TOUN REVIEW 2
ABOVE-FLOOR DRAINAGE 6. ALL WORK SHALL BE COMPLETE AND READY FOR SATISFACTORY HOT WATER s/
SERVICE. 5-Aug-l6 | TOUN REVIEW |
- —  UNDER—FLOOR DRAINAGE COLD WATER| 3/4° 2un.
7. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL NECESSARY FROM HOT 16-Aug-16 | TOUN REVIEU !
~ —  VENT PIPING PERMITS FOR CONSTRUCTION. WATER SUPPLY JR— QAS s/4 25-Aug-16 | BID SET |
_ _ _ COLD WATER 8. COORDINATE THE SIZE AND LOCATION OF ROOF OR EXTERIOR WALL FROM GAS . CONDENSATE v
PENETRATIONS AND FLASHING REQUIREMENTS WITH THE WORK OF SUPPLY
OTHER TRADES.
— ———— ———— ———  HOT WATER
-—- —————  HOT WATER RETURN T 7
G GAS LINE
—o PIPE UP/RISE UNION, TYP.
—0 PIPE DOWN /DROP FIXTURE COLD | HOT |WASTE VENT =
= SHUT—OFF
WATERCLOSET (flush valve) 1 -_— 4 2" o VALVE, TYP.
URINAL (flush valve) Y7 p— 2 | 1-1/2" []
LAVATORIES 1/2° 1/ | 1-1/2" | 1-1/2" CONDENSATE
/ . / . / / . T T NEUTRILIZING KIT
OUTLET
FROM COLD
WATER SUPPLY
DOMESTIC WATER HEATER SCHEDULE l COLD WATER
PRESSURE v B )
RELIEF VALVE o
HEATER ELECTRICAL ET>$;\IN VALVE,
TAG MANUFACTURER MODEL SERVICE TYPE RECOVERY |TEMP RISE| FUEL | GAS INPUT | ENERGY | GAS CONN.| GAS PRESS. | VOLTS | PH. | HZ | AMPS | NOTES OIRT LEG ———— T0 FLOOR DRAIN :
(GPH) (F) TYPE (BTUH) | FACTOR (EF) |  (IN) (IN. WC)
DWH-1 NAVIEN NPE-150S Bmgll_rfc TANKLESS 192 67  |NAT. GAS| 120,000 0.96 3/4 35-105 | 120 | 1 |60 | 2 1, 2
NOTES:
TANKLESS WATER HEATER DETAIL
1. PROVIDE PLUMB EASY VALVE SET. NOT TO SCALE
2. PROVIDE CONDENSATE NEUTRALIZER FOR SINGLE UNIT.
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PLUMBING NOTES, SYMBOLS
& DETAILS
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| | SINK. ] I |
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— = o P = = e e = e e ———— T = = ———fr————— Ee———mp————0 = ——— — =i }f—— RYE BROOK, NY 10573
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it = il |
| - UTILITY/ \ ey 1
\ \ ( ) I MUSCO
| ‘ UNISEX | | STORAGE o ENGINEERING
| | TOILET | | | | ASSOCIATES
| | . i } 375 MORGAN LANE, UNIT 307
By EN - eto | | WEST HAVEN, CT 06516
| I b < 1}5va§35 AN nil (203) 932-1901 FAX (203) 931-1550
| | \ / LW . | www.muscoengineering.com
L E wep TeH B ' STORAGE |
I vy = | | l | |
N IV on YRS o) | 2"¥o bh‘ﬁECHON | | DATE ISSUE TO PR |TO
\ | TING | I
| = ) | 3-Mar-16 | TOUN REVIEW 2
| 8 . - } 5-Aug-16 | TOIN REVIEU !
o o o H } } | lo-Aug-l6 | TOUN REVIEW [
JAN. = -Aud-
wo-ro || we I N L A } 25-Aug-16| BID SET !
: | | v |
l OSET }
T 2, ) O P E P AVILION |
G — — | "W DOWN |
N\ ) 1%"V _RISE 1 | &
MEN'S | | I
UR \
2"W DOWN |
_ 1%"V RISE }
LAV TR |
| | sk ! | | }
| I | = = Q s —
: BEIYE 52 | |
| v FREDIES ‘O%;Q- — }
2w bown = e - \
1%"V RISE. | N 2"W DROP |
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& | — L% | 0 UTILITY 4 |
LUOMENF% | Y o Il Tmo e |
. wc —]zSK
* Zn * R jl . l
[ C y
B ) " PROVIDE 3" | I
» FLOOR SINK (FS) "
. PRI ECTRICAL TEs UNDER ICE = ‘
WC—HC Wliz  room x MACHINE =X e |
o 2 . } DF. el o |
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T PO EXISTING PLUMBING
N\ 0 ‘H I [ I [ IN THIS AREA IS NOT
PART OF THE PROJECT
\ SCOPE OF WORK NO| DATE REVISIONS BY
CONNECT TO EXISTING
L SANITARY PIPING IN
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PLUMBING SANITARY
FLOOR PLAN
PROJECT NO. : 21522
PLUMBING SANITARY FLOOR PLAN \
SCALE: V4"=T-0" ' \ SCALE: NOTED

DRAWN BY: AKG

CHECKED BY: ™MvM

DATE: 12 Aug. &

NN

NORTH

- —100



Steve K
NY Stamp


ARCHITECTURE FACILITY PLANNING INTERIORS

E - S > 545.5 WESTCHESTER AVENUE

— DROP TO %" GAS INLET
OF DWH (120 cfh). \
PROVIDE SHUT-OFF ‘

‘ RYE BROOK, NY 10573

e /_IJROP tww o 4] w :
—} = = i T— = = e — = = e T =———_ = LJT =0 — —— - — — = }f——
\ |
; | I L 4 | CRAWFORD PAVILION
%"H&CW
| UTILITY/ DROP TO |
| STORAGE E}EWASH Fr— 122 N RIDGE ST
| w/ MIXING Il |
| - VALVE i | RYE BROOK, NY 10573
| l [ eTorAGE =
< I :
- 5 ENGINEER
JHECW —Th ) B | J%5"H&CW 2 LOmAE } MUSCO
DROP i W } A DROP | m_ ENGINEERING
=T i -\ ’ | = I ASSOCIATES
j=— el e V. | - | 375 MORGAN LANE, UNIT 307
| - ——— oy - oy 2y 7 | WEST HAVEN, CT 06516
—_ . [ AR Hopol- | 16 AR | (203) 932-1901 FAX (203) 931-1550
HE—1 0 f &t } } | www.muscoengineering.com
A 1TD - \/ |
‘ ! | |
e F - J=— WATERLESS URINALS | || | | | LV ||
T | DATE ISSUE TO PR|TO
E DROP TO %" GAS | Mar-
Ny /O RANGE INLET O P E PAVILION | 3-Mar-16 | TOUN REVIEU 2
1"CW DROP / (227 cfh). PROVIDE | 5-Aug-16 | TOUN REVIEW !
o [ TOWe Z SHUT—OFF VALVE. 15 | ¢ 16-Aug-16 | TOUN REVIEW |
_ o | I 25-Aug-16| BID SET |
%\m ! | g |
e " %"H&CW
HB e DROP }
A ™ | | |
g T . =
= == w ob— S | |
0 SR e i
2 iz R }
LAV - —— oW —- -%] T — ¥ |
| — z |
/| | ‘ ' |2 |
] A Q) & i - }
WOMEN'® | : Vo utLiTr 4 ‘
i = 1% Ccw ﬁ ‘
] e T W's m |
| I . ) BHECW | |
| a U DROP |
EXTEND WATER LINES | | d 9 %"CW TO ) |
THIS AREA (HOT & COLD) | We—HC | we :3@ ELEg;E? Al NEW HOSE EX.[T |
TO PLUMBING FIXTURES | 1 BIBB D E ) =< |
AS REQUIRED FOR THE ‘ ] ] ] g 3°CW O Rl |
. 4 —
| - ICE MACHINE | | | ol 1
| e - e e O - e T T E E E E a| ‘
— | R b ST, [/ G ——— — — e - ———— - it - ———— (e - o o oo - ) B H==== === = = -
- I R
O ®
EXISTING PLUMBING
y ' Iy - IN THIS AREA IS NOT
/ / PART OF THE PROJECT
SCOPE OF WORK
RELOCATE EXISTING
HOSE BIBB TO THIS
LOCATION EXTEND
WATER LINE AS /
REQUIRED. - -

NO| DATE REVISIONS BY

/ PLUMBING WATER AND
GAS FLOOR PLAN

PROJECT NO. : 21522

/ 2" PE UNDERGROUND GAS PIPE PLUMBING WATER AND GAS FLOOR PLAN N [scaLe: NOTED
LENGTH IS 100 FEET. VERIFY IN SCALE: V4™=1-0° (¥ ltiln @
FIELD. | vo. |*]l |DRAWNBY: AKG
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122 N RIDGE ST
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RISER. VERIFY
EXACT LOCATION
IN FIELD.
ENGINEER
@* MUSCO
ENGINEERING
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DATE ISSUE TO PR|TO

3-Mar-l6 | TOUN REVIEW 2
5-Aug-16 | TOUN REVIEW |
16-Aug-16 | TOUN REVIEW |
et d 25-Aug-16 | BID SET |

3FS  2°FD e GROUND LEVEL

EXISTING SANITARY
LINE.

SANITARY RISER DIAGRAM

SCALE: NOT TO SCALE

@R
1%°G %G
SHUT—OFF GAS VALVE,
FOR PAVILION DWH=1
N o 120 CFH
t N RANGE N
= 227 CFH g
s
RN \ @-FoND LEVEL
2"6

LY

2" PE PIPE/ SHUT—OFF GAS VALVE,

TYPICAL AT EACH

FRS,”SEM@NS(';?E PIECE OF GAS—FIRED
APPROXIMATELY TRANSITION TO STEEL EQUIPMENT.
100 FEET. PIPE ABOVE GRADE
VERIFY IN FIELD. WITH ANODELESS

RISER OR EQUAL PE
TO STEEL TRANSITION
FITTING.
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GAS RISER DIAGRAM

SCALE: NOT TO SCALE
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